Ne jJICROWEILY

MANUFACTURER & EXPORTER OF PRECISION LATHE

» COMPANY PROFILE

<> HISTORY
ESTABLISHED in 1967
Successfully developed "BENCH LATHE"
Developed "HIGH SPEED PRECISION LATHE"
Developed big type HIGH SPEED PRECISION LATHE and small type NC LATHE.
Successfully developed CNC LATHE

<> QUALITY CERTIFICATION
ISO-9002 Certification by BSI./English
ISO-9002 Certification by the Commodities Inspection Bureau, Economic Ministry

<> CONTACT ADDRESS
ADDRESS : 409-6 PEI-TON ROAD, PEI-TON DIST., 406, TAICHUNG,
TAIWAN, R.O.C.
PHONE : +886-4-2244-7999
FAX : +886-4-2244-4555
E-MAIL : b139@ms17.hinet.net
Http://www.microweily.com.tw
PERSON IN CHARGE : Christina Yao

» PRODUCT INFORMATION

<> HIGH SPEED PRECISION LATHE
<> VARIABLE SPEED CENTER LATHE
<> CNC HIGH SPEED PRECISION LATHE



<> HIGH SPEED PRECISION LATHE

[> GEAR HEAD TYPE PRECISION LATHE
- 13/14 GHE SERIES
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> HIGH SPEED PRECISION LATHE
- 16S/18TS/ 18 SERIES
- 20/22/26 SERIES
- 360 SERIES




MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETTER.

MICROWEILY

GEAR HEAD TYPE PRECISION LATHE

13/14 GHE SERIES

CMO51102-03
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* A left or right hand apron handwheel and either
Metric or
variations.

*Design and specifications are subject to change
without notice.

Imperial drive screws are optional
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CAPACITY & DIMENSIONS TAILSTOCK
Swing  Overbed ... - 330mm{13")/356mm{14*) Quill Diameters = = = L=l 42mm (1-21/32")

Over cross slide ... ... 198mm(7-%/z2")/227mm(8-'*/16") Travel 14mm (4-1/2")

oot Darate:  AGreisEodmmee | el

Length 115mm{4-12") PO T e R N I No. 3 Morse

Center Height ... : ... 166mm{B-/2")180nm(7-'/16"} Set L0 L P +10mm (+3/8")

Admits belween(TY -1325/1425) .. . 584mm{23")

(TY-1340/1440) ... 991mm({39")

* It will be 20mm (*/4") more than shown on above (w/D1- 4 nose),
if A2-4" spindle nose is mounted.
Bed Width .. s
Length(TY 1325/1425)
(TY-1340/1440) .

. 187 mm{7-8")
. 1248mm(49-'/a")
1655mm(65-'/s")

WEIGHTS & MEASURES (Approx.)

TY-1325/1425GHE
.. 1533mm(80-*/s")
.. 755mm{29-5/4")

TY-1340/1440GHE
1940mm/(76-u")
755mm(29-Y4*)

Machine Length .

Width ...

4 Height ..... = ﬁg?mm_ﬂg-‘;fw;) | Height . . 123Bmm(48%/4"y124Bmmy49*) 1238mm(48-Y4")i246mm(4g")
nve........ e ... Motor via belts & pulley Weight .. 530kgs 610kgs
Motor For main spindle ... - 3HP, 3ph Packing dimensions & weights (unit: inch & kg)
or (Optional 2H|P 0; 3HP, :)Iph 4P or 3-ph 1 set/case .....o.......... 63-1/2"%33"x58-1/2" 78-1/2"x33"%x58-1/2"
pole changeable NW!: 530 GW:650 NW: 610 GW:740
For coolant pump ..., 8HP, 3-phoor 1-ph
HEADSTOCK
Spindie Bore......................... 38mm (1-1/27) MAIN FEATURES
Nose ... ...D1-4" ASA std. ¢ Hardened and ground spindle mounted Cam lock D1-4" or A2-4" nose,
or ...AZ2-4" International std. (ISO} 38mm {1-1/2") bare.
Taper in NOSE............. No. 5 Morse ¢+ Alloy steel hardened and ground gears.
— W b'” sleeve..o...ovee go' 3 Morse e Enclosed type quick change gear box.
peeds umber . ...
or (Qptionall...... 16 (pole changeable motor) 2 [NETEEIE! £ g_round T . )
RANGE . ovooovoer, 70~ 2000 r.p.m. U Completg electrical control & operation egquipment.
or (Optional)......... 36~ 2000 r.p.m. (pole changeable motor} ¢ Gated spindle control lever.
- = Efficient foot operated brake.
CARRIAGE & COMPOUND * Safety overload clutch for feed rod.
Cross slide Width.. i ...118mm (4-5/8") * Safety shear pin for lead screw.
Travei.....................................160mm (6-5/16")
Compound rest Width.....................o 76mm {3")
Travel ..o 68mm {2-11/16")
Lead screw Diameter...........oooeiiiiiiiiiins 22mm {7/8") STANDARD ACCESSORIES
A 'l;hreadt .................................... 18;P| czg/im}m pitch 1. Center sleeve, 10. Chip tray & stand
eed ro fameter........oooviiiii mm i
Cutting tool Max. section..........eeevviiiineenen. 16mm x 16mm {5/8" x5/8"} o S LT 1. Motor pulley
- 2. 2 Centers, No.3 M.T. 12. Moter, 3HP 3-ph
THREADS & FEEDS 3. Fourway tool turret 13. Thread dial indicator
Thread Imperial pitches 4-56 T.P.L 4. Tool post wrench 14. Complete electrical control
Metric pitches ... . 0.4-7mm pitch 5.2 V-belts & operation equipment
Diametral pitches . 8-120 D.P.(Optional)
Module pitches ... .0.2-3 M.P.(Optional) 6. Chuck back plate 15. Foot operated brake
Feeds  Longitudinal feeds 7. 4 Mountings 16. Third rod for spindle control

Imperial . 0.0020"-0.5480"/rev.

Metric . 0.052-1.392mm/rev.
Cross feeds
Imperial 32 Nos. 0.0007"-0.0187"/rev.

Metric 32 Nos. 0.014-0.380mm/rev.

(bolts, washers & nuts)  17. Safety overload clutch for feed rod.

(=2

Tool box & tool kits 18. Repair paint

@

Grease gun 19. Instruction & parts manual

WE ARE AIMING EVEN BETTER

MICROWEILY

WEY YII CORP.

409-6 PEI-TON ROAD, PEI-TON DIST.,

P.O. BOX 901, TAICHUNG, TAIWAN, R.O.C.
CABLE:"WEYII TAICHUNG"

FAX: 886-4-2328800, 2300798

TEL: 8688-4-2321971

TEL:886-4-22447999
FAX:886-4-22444555,22448555 )
E-Mail:b139@ms17.hinet.net At 1998 5 4000

http://www.microweily.com.tw




MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETIER.

MICROWEILY

HIGH SPEED PRECISION LATHE
16S/18TS/18 SERIES

Headstock chuck guard w/micro switch,
fourway tool post protector,

protection cover for leadscrew and
feed rod, halogen work lamp,

rear splash guard are standard access.
for EC only.

CM1516182100-01




WE ARE AMING EVEN BETTER.

MICROWEILY

ISO 9002 CERTIFICATE OF REGISTRATION NO. FM25064
APPROVED BY BSI QUALITY ASSURANCE

Special accessory shown in this picture are:
» Headstock chuck guard w/micro switch
* Fourway tool post protector
* Protection cover for leadscrew and feed rod
* Halogen work lamp
¢ Electrical and switch with EC approved
¢ Rear splash guard
¢ 3-Jaw universal chuck

B T T T




» Headstock chuck guard (with safety glass)

with micro switch

. L eadscrew and feed rod with protection cover

Halogen work lamp ©

Fourway tool post with protector

0O~ OO G B W NN =

— Electrics and switch with EC approved

STANDARD ACCESSORIES

. Center sleeve No.6/No.4 MT

. 2 Centers, No.4 MT

. Tool box, toal kits & grease gun
. Tool turret wrench

. Thread dial indicator

. Chip tray for TY-1868

. Installation block

. Safety pin

9.
10.Repair paint
11.Back plate

Safety fuses

12. Automatic stop for longitudinal feeds
13. Motor: 7-1/2HP, 3ph for 18455/1868
14. Motor: 5HP, 3ph for 165/18TS

15. Coolant pump equipment

16. Instruction & parts manual




A:

762mm (307)/16S/18TS
1016mm(40”)/16S/18TS
1530mm({60”)/16S/18TS
1145mm(457)/1845

E:1986mm(78-3/16")/165/18TS

2240mm(88-1/4")/16S/18TS
2755mm(108-7/16")/16S/18TS
2435mm(95-7/8")/1845

., 1730mm(687)/1868 3020mm(118-15/16")/1868
ogle c B:205mm(8-1/16")/16S F:1077mm(42-3/8"
. BTk 230mm(2")/18TS

|‘ i 215mm(8-15/32")/18 G:1080mm(42-1/2")/16S

. 1105mm({43-1/2")/18T5/18
[ i ] C:1058mm(41-5/8")/16S/18TS
" | ] 1312mm(51-21/32")/16S/18TS  H:1205mm(47-1/2")/16S
EEmEl c A 1827mm{71-15/16")/165/18TS 1230Mmm{48-7/16")/18TS/18

e - 1495mm(58-27/32")/1845
2080mm(81-7/8")/1868

I : 500mm(19-21/32")

D:400mm(15-3/47)

SPECIFICATION
SERIES 16S 18TS 18
MODEL 1630S/16405/1660S 1830TS/1840TS/1860TS 18455/1868
Swing over bed 410mm {16") 458mm (18")
Swing over cross slide 240mm (9-7/16") 288mm (11-5/16")
Swing in gap diameter 595mm (23-7/16") 640mm (25-3/16")
Length of gap in front 155mm (6-1/8")(W/D1-6) 180mm (7-1/16") (W/D1-6)
of face plate 175mm (6-7/8")(W/A1-6) 195mm (7-11/416")(W/A1-6)
CAPACITY
& Center height 205mm (8-1/16") 230mm (9")
DIMENSIONS I~ o e dmits between 762mm (30")/1016mm (40"y1 530mm (60") [ 1145mm (45")1730mm (68")
Bed width 300mm (11-13/16")
Bed length 1646mm(64-13/16")/1900mm(74-3/4")/2415mm(95-1/16") [ 2095mm (82-1/2")/2680mm(105-1/2")
Bed height 310mm (12-7/32") 340mm (13-3/8")
Motor for main spindle 5HP 4P 3Ph / 7-1/2HP 4P 3Ph (Optional) 7-1/2HP 4P 3Ph
Motor for coolant pump 1/8HP 2P 3Ph
Spindle bore 52mm (2-1/16") 60mm (2-3/8") 58mm (2-1/4")
Spindle nose D1-6" ASA Std., A1-6" ISO Std.
HEADSTOCK Spindle taper in nose/sleeve No.6/No.4
Speeds number 8 Std., 12 (Opticnal) 12
Speeds range 362000 1 b (Ogtional 30-2000 r.p.m.
CARRIAGE Cross slide width/travel 180mm (7-3/32")/230mm (9") 190mm (7-1/2")/265mm (10-7/16")
& Compound rest width/travel {110mm(4-11/32"y/120mm(4-3/4") | 125mm (4-15/16")/135mm (5-5/16")
COMPOUND | .- screw diameter&thread 32mm (1-1/4")/6mm P or 4 T.P.|. 35mm (1-3/8")/6mm P or 4 T.P..
Imperial pitches 40 Nos. 2-56 T.P.l. 60 Nos. 2-112T.P.L
Metric pitches . 53 Nos. 0.4-14mm Pitch 60 Nos. 0.2-14mm Pitch
Diametral pitches 32 Nos. 4-32 D.P. (Optional) 50 Nos. 4-112 D.P. (Optional)
THREADS Module pitches 44 Nos. 0.4-7 M.P. (Optional) 50 Nos. 0.2-7 M.P. (Optional)
FEEDS Crissteuds |mp8_ria| 40 Nos. 0.0006"-0.0126"/rev. 50 Nos. 0.0007"-0.01935"/rev.
Metric 40 Nos. 0.016mm-0.449mm/rev. 50 Nos. 0.0185mm-0.52mm/rev.
Lérigitudinal fesds IMn1pgriaI 40 Nos. 0.0012"-0.0252"/rev. 50 Nos. 0.0014"-0.0387"/rev.
etric 40 Nos. 0.032mm-0.898mm/rev. 50 Nos. 0.037mm-1.04mm/rev.
TAILSTOCK Quill diameter/travel 54mm (2-1/8")/120mm (4-3/4") 60mm (2-3/8")/150mm (5-7/8")
Quill taper No.4 Morse
Machine length 1986mm (78-3/16")/2240mm(88-1/4")/2755mm(108-7/16") 2435mm(95-7/8")/3020mm(118-15/16")
Machine width 980mm (38-5/8") 1077mm (42-3/8")
WEIGHT | Machine height 1205mm (47-1/2") 1230mm (48-7/16") 1245mm (49")
MEA:UFIES Packing dimensions 81"x44"x65"/91"x44"x65"/112"x44"x65" 98"x44"x65"/121"x44"x65"
(APPROX.) | Net weight 1575Kgs/1750Kgs/2000Kgs 1810Kgs
Gross weight 1800Kgs/2000Kgs/2300Kgs 2160Kgs

* Design and specifications are subject to change without notice.

WE ARE AIMING EVEN BETIER

MICROWEILY
“Weyvicorp, T W

409-6 PEI-TON ROAD, PEI-TON DIST. 406
P.C. BOX 901. TAICHUNG, TAIWAN, R.O.C.
TEL:886-4-22447999

FAX:886-4-22444555 , 22448555
E-Mail:b132@ms17.hinet.net
hitp://www.microweily.com.tw
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MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETIER.

MICROWEILY

HIGH SPEED PRECISION LATHE

'20/22/26 SERIES

Headstock chuck guard w/micro switch,
fourway tool post protector,

protection cover for leadscrew and
feed rod, halogen work lamp,

rear splash guard are standard access.
for EC only.

CM2722232100-01



WE ARE AMING EVEN BETTER.

MICROWEILY

ISO 9002 CERTIFICATE OF REGISTRATION NO. FM25064
APPROVED BY BSI QUALITY ASSURANCE

Leadscrew and feed rod with protection cover — Fourway tool post protector —

Headstock chuck guard (with safety glass) Halogen work lamp

with micro switch




MAIN FEATURES eThe slideways between the saddle and bed are TURGITE B coated
1.Reducing the friction resistance
2.Saving power consumption
3.Handier operation
@®The cross slide is induction hardened to HRC 52° and precision ground
@2 Speeds feed tailstock is standard supplied
@®Hardened and precision ground gears and bedway

STANDARD ACCESSORIES

1. Center sleeve No.7/No.5 MT
2. 2 Centers No.5 MT

3. Tool box & tool kits

4. Back plate

5. Automatic stop for longitudinal feeds
6. Motor: 10HP, 3Ph

7. Coolant pump equipment

8.

o

1

Steady rest
D.P.& M.P. Change gears
0.Instruction & parts manual

Electrics and switch with EC approved —



TY-2040 / 2060 / 2080 / 20100 / 20120 / 20160
TY-2240 / 2260 / 2280 / 22100 / 22120 / 22160
TY-2640 / 2660 / 2680 / 26100 / 26120 / 26160

SERIES

20 22 26
TY-2040 TY-2060 TY-2080 TY-20100 TY-20120 TY-20160
MODEL TY-2240 TY-2260 TY-2280 TY-22100 TY-22120 TY-22160
TY-2640 TY-2660 TY-2680 TY-26100 TY-26120 TY-26160
Swing over bed 510mm (20") 560mm (22" 660mm (26")
Swing over cross slide 330mm (13%) 360mm (14-1/8") 460mm (18-1/16")
CAPACITY e :

Swing in gap diameter 680mm (26-3/8") 745mm (29-3/8") 845mm (33-1/4"}

Length of gap in front of 180mm (7-1/16"} (W/D1-8)/200mm (7-7/8") (W/A1-8)

face plate 165mm (6-1/2") (W/D1-11)/185mm (7-1/3") (W/A1-11)

&

Ceter height 255mm (10") 280mm (11"} 330mm (13")

Center admits between 1000mm (40") |1530mm (60-1/4") | 2040mm (80-5/16") | 2550mm (100-3/8") | 3060mm (120-1/2") | 4060mm (160")

Bed width 400mm (16-1/8")

DIMENSION ‘

Meotor for spindle 10HP, 3ph (Standard) /15HP. 3ph (Optional)

Motor for coolant pump 1/8HP, 3ph

Spindle bore 80mm(3-1/8") (Standard) /105mm(4-1/8") For 22"/26" (Optional)

Spindle nose D1-8"ISO or A1-8"ISO (Standard) /D1-11" ISO or A1-11"1SO (Optional)

HEADSTOCK | Spindle taper in nose/sleeve No.7/No.5 (Standard)/ No.8/No.5(Optional)

Speeds number 12

Speeds range 20-1550r.p.m.(Standard)/15-1200r.p.m. For 22"/26" (Optional)

CARRIAGE Cross slide travel 320mm (12-1/2")
& Compound rest travel 255mm (10")
COMPOUND Leadscrew diameter & thread 38mm (1-1/2")y/6mm P or 4 T.P.1.

Imperial threads 60 Nos. 2-112T.P.L

Metric threads 60 Nos. 0.2-14mm Pitch

THREADS
Diametral piich threads 50 Nos.  4-112 D.P.
& Module pitch threads 50 Nos.  0.2-7 M.P.
Imperial 50 Nos. 0.0014"-0.0387"/rev.
FEEDS Longitudinal feeds
Mefric 50 Nos. 0.037-1.04mm/rev.
Imperial 50 Nos.  0.0007"-0.01935"rev.
Cross Feeds
Metric 50 Nos.  0.0185-0.52mm/rev.
Quill dia./travel 75mm (2-15/16")/160mm (6-5/16")
TAILSTOCK -

Quill taper No.5 Morse

Machine length 2538mm (100")| 3048mm (120") | 3558mm (140") | 4068mm (160-1/8") | 4578mm (180-1/4") | 5598mm (220-2/5")

Machine width 1280mm (50-3/8")

1255mm (49-3/8") For 20" Series
Machine height 1305mm (51-3/8") For 22" Series
WEIGHT ]
5 1355mm (53-3/8") For 26" Series
Packing dimensions 100" x 54" x 67" | 121" x 54" x 87" [ 140" x 54" x 67" | 161" x b4" x 67" [ 185" x 54" x 67" | 223" x 54" x 67"
MEASURES
1980kgs 2230kgs 2480kgs 2730kgs 2980kgs 3480kgs
(APPROX.)

Net weight 2030kgs 2280kgs 2530kgs 2780kgs 3030kgs 3530kgs
2080kgs 2330kgs 2580kgs 2830kgs 3080kgs 3580kgs
2210kgs 2480kgs 2750kgs 3020kgs 3290kgs 3830kgs

Gross weight 2260kgs 2530kgs 2800kgs 3070kgs 3340kgs 3880kgs
2310kgs 2580kgs 2850kgs 3120kgs 3390kgs 3930Ckgs

*Design and specifications are subject to change without notice.

MICROWEILY

WEY YIl CORP.

408-6 PEI-TON RCAD, PEI-TON DIST. 406
P.Q. BOX 901. TAICHUNG, TAIWAN, R.O.C.
TEL:886-4-22447999
FAX:886-4-22444555,22448555
E-Mail:b139@ms17.hinet.net
http:/fwww.microweily.com.tw




<> VARIABLE SPEED CENTER LATHE

> VARIABLE SPEED CENTER LATHE
- 3000 SERIES

> HIGH PERFORMANCE HEAVY DUTY VARIABLE SPEED CENTER LATHE
- 18VS SERIES




MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETIER.

MICROWEILY

3000 SERIES

Headstock chuck guard w/micro switch, fourway tool post protector,
Protection cover for leadscrew and feed rod, halogen work lamp,
Rear splash guard are standard access. for EC only.

— iTY :

CMO07/081 100-02




715mm(28")

TY-3000S, TY-3000

I a— 1770mm(69-3/4")
| 2D m—

e T = 2 2065mm(81 1/4")
B & b I =1

)

|z .
NI — % = .. 1165mm(45-7/8"
= _ l ) ©1460mm(57-1/2")
| flies { "
d. 1566mm(61-5/8")
1860mm(73-1/4")
, [ L& o. 1655mm(65-5/32")
i T % € | ‘ 1950mm(76-3/4")
4
2 ¢ 1197mm(47-1/8")

CAPACITY & DIMENSIONS CARRIAGE & COMPOUND
Swing Over bed - 356mm(14") Cross slide _Y_V'dthl T 1ggmm( 1{2")
Overcross slide ————— 235mm(9-1/4") (2 ey
In gap diameter - 515mm(20") Compound rest Width 82mm(3-1/4")
A : i Travel - 92mm(3-5/8")
gth 115mm{4-1/2") Di og 1-1/8"
Center Height S 180mm(7-1/16") . Lead screw G sl
: Thread s 6mm pitch or4 T. P. 1.
Admits between(TY- 30008) 715mm(28") : "
(TYSOOO) -~ 1015mm(40") Feed rod Diameter - 18mm(23/32")
; i & i 5/8"X5/8"
Bed  Widih - 205mm(8-1/16") Cutting tool Max.section 16mmX16mm(5/8"X5/8")
Length(TY- 30008) rrrrrrrrrrrrrrrrrr 1410mm(55-1/2") THREADS & FEEDS
(TY3000) 1705mm(67-1/8") Threads 39 Metric pitches From 0.2 to 14mm pitch
Height e e 2O 2 I (EE ST 28) 34 Imperial pitches From 2 to 56 T.P.I.
INVEERMOIaL= = a5 [ PV IEh 18 Module pitches From 0.3 o 3.5 M.P.
18 Diametral pitches - From 8 to 56 D.P.
HEADSTOCK : Feeds Longitudinal feeds
; " . 16 Metric (RIO series) —---From Q.03 to 1mm/rewv.
Spindle Bore - 39mm(1-17/32") R o
NGSE i DA™ AGA Sieh {13 ?Olgnspfeerelzls From 0.001 to 0.040"/rev.
i e gl L 16 Melric -~ From 0.015 [0 0.5mmifev.
Forward & reverse control from third rod lever (mounted on apron) 16 Imperial - From 0.0005 to 0.02"/rev.
Speed Number - Variable X 3 Steps TAILSTOCK
Rangetsssssss - Constant Torque Constant Power | Quill Diameter - 42mm(1-21/32")
H  350-1200 1200-3000 Travel 110mm(4-3/8")
M 125-420 420-1250 Taper No.3 Morse
L 40-140 140-430 Set QVer - 12mm(1/2")
WEIGHTS & MEASURES (APPROX.)
TY-3000S TY-3000
Machine Length - o 1770mm(69-3/4") 2065mm(81-1/4"}
Vit s s 966mm(38") 966mm(38")
hici Gt s e 1197mm(47-1/8") 1197mm(47-1/8")
Weight -~ o 7B0Kgs 840Kgs
Packing dimensions & weight {unit:Inch & KG) .
1 set/case 72"X40"X61" 82"X40"X61"
NW:760Kg NW:840Kg
GW:920Kg GW:1040Kg
SAFETY FEATURES
= Gated spindle control lever « Safety cut out on end guard
= Safety overload clutch for feed rod « Low voltage control circuit, forward reverse contactors
« Safety torque limiting device for leadscrew with overload and no-volt protection
= Safety & complete electrical equipment
= Safety cut out on carriage travelling (Optional)
STANDARD ACCESSORIES & EQUIPMENTS
1.Center sleeve, No.5/3 M. T. 8.Inverter motor:5HP, 3PH 15.0ne shot lubrication for carriage
2.2 Centers, No.3 M. T. 9.Thread dial indicator 16.Bed with gap
3.Fourway tool turret w/wrench 10.Dual reading dial 17.Instruction and parts manual
4.Metric change gears or Imperial change gears 11.Third rod for spindle control 18.Metric/Imperial quill graduation for tailstock
5.Back plate 12.Safety overload clutch for feed rod
6.Tool box & tool kits 13.Safety torgue limiting device for lead screw
7.Stand w/chip tray 14.Safety cut out switch on end guard

WE ARE AIMING EVEN BETTER.

MICROWEILY

WEY YII CORP.

409-6 PEI-TON ROAD, PEI-TON DIST,, 406

P.O. BOX 901. TAICHUNG, TAIWAN, R. O. C.
TEL:886-4-22447999
FAX:886-4-22444555,22448555
E-Mail:b139@ms17.hinet.net
hitp://www.microweily.com.tw
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MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETIER.

MICROWEILY

18VS SERIES

Special accessory shown in this
picture is rear splash guard

CM263100-02



TY-2000/2500

A 1145mm (45") for TY-2500 F 1077mm (42-3/8")
1600mm (63") for TY-2000 G: 1105mm (43-1/2")
B 230mm (8" H: 1230mm (48-7/16" )
C: 1505mm (59-1/4") for TY-2500 | 540mm (21-1/4")
2005mm (79") for TY-2000
D: 490mm (19-9/32")
E 2435mm (95-7/8") for TY-2500
2935mm (115-1/2" for TY-2000

CAPACITY & DIMENSIONS
Swing Cverbed. s R 458mm (18")
Over cross slide.................288mm (11-5/16")
In gap diameter..... ..B40mm (25-3/16")
Length of gap in front of face plate.............. 180mm (7-1/4g"}(W/D1-6")
185mm (7-11/45")(W/A1-6")
Center Helghtew s ramnanans 230mm (9")
Admits between................ 1600mm (63") for TY-2000

1145mm (45") for TY-2500

Bed Width.......ocoviiinnniniinen. 300mm (11-13/16")

THREADS & FEEDS

Threads Imperial pitches..............cccoeieie. 60 Nos. 2-112 T.PI.
Metric pitches. ..o 60 Nos. 0.2-14mm pitch
Diametral pitches...........ccceene. 50 Nos. 4-112 D.P.
Mecdule pitches.........ooccvveiiinpones 50 Nos. 0.2-7 M.P.
Feeds Longitudinal feeds
IMRenalvihsn e 50 Nos. 0.0014"-0.0387"/rev.
[ o kot o oo e 50 Nos. 0.037-1.04mm/rev.

Cross feeds

Length 77777777777777777777777777777777 2415mm (957‘”1 6"} for TY-2000 Imperial....... S .50 Nos. 0.0007"-0.01935" rev.
2095mm (82-1/2") for TY-2500 [V [ o R o 50 Nos. 0.0185-0.52mm/rev.
340mm (13-3/8")
Drive ...Motor via belts & pulleys
Motor For main spindle inverter...10HP (7.5KW) 4P 3ph TAILSTOCK
For coolant pump............. 1/8HP (0.1KW) 2P 3ph - Quill Diameter. ..o 60mm (2-3/8")
Travel.... 150mm (5-7/8")
HEADSTOCK Taper.. Ne. 4 Morse
Spindle Bofe: ity nvitasaid 60mm (2-5/16") Set OVER s £13mm (£1/2")
NOSE..coeveeiieiiie e D1-6", ASA Std.
O et st i A1-6", ISC Std.
Taper in nose...........ccce. No.6 Morse
G i WEIGHT & MEASURES (APPROX.)
Speeds Number. ..Variable X 3-steps TY-2000 TY-2500
RENGE! . woetiien s = Constant Torque  Constant Power Machine Length 2935mm (115-1/2")  2435mm (95-7/8")
y 1'(;Y'2000’2500 AL Width 1077mm (42-3/8")  1077mm (42-3/8")
M 3%?2410;:42;287?00 642012?;;[‘;?20;0285505 Height 1230mm (48-7/16")  1230mm (48-7/16")
L 12:70/14-90 70-220/90-275 Wisignt: 2006 s R
CARRIAGE & COMPOUND PACKING DIMENSIONS & WEIGHTS
Cross slide WIRHE - csconmmsemmmsns 190mm (7-1/2")
TravEl.mes e 265mm (10-7/16") (Unit:inch & Kg)
Compound rest Width.................... L 125mm (4-15/16") Ty-2000 el
Travel.... . 135mm (5-5/16") 1 Set/Case  120"X54"XB5" 98"X54"X 65"
Lead screw Diameter............. ..35mm (1-3/8") Net weight 2000 Kgs 1970 Kgs
Thread ................ ..Bmm pitch or 4 T.P.I. Gross waight 2300 Kgs 2270 Kgs
Feed rod Diameter.. 23mm (7/8") Hexagon
Cutting tool MaXsisectonia. . o 25mm X 25mm (1" X 17)

STANDARD ACCESSORIES

1. Center sleeve No.6/No. 4 M.T. 9. Safety fuses

2. 2 Centers No.4 M.T. 10. Repair paint

3. Tool turret wrench 11. Back plate

4. Tool box, tool kits & grease gun 12, Automatic stop longitudinal feeds
5. Thread dial indicator 13. Inverter Motor:10HP, 3ph

6. D.P/M.P.Change gears 14. Coolant pump equipment

7. Installation blocks 15. Instruction & parts manual

8. Safety pin 16. Two speeds tailstock

* Design and specifications are subject to change without notice.
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MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETTER.
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TY-18CNC HIGH SPEED PRECISION LATHE

Swing over bed

Swing over cross slide
Center height

Center admits between
Bed width

Bed length

Bed height

Motor for main spindle
Motor for Coolant pump

460mm(18")
230mm(2")
230mm(9")
1000mm(40")
370mm(14-1/2")
2095mm(82-1/2")
340mm(13-3/8")
10HP/inverter
1/4HP

Spindle speed range
(Standard)

(Optional)

Spindle nose

Spindle bearing

Spindle taper in nose/sleeve
Spindle bore

Constant Terque
H 125-800 800-2500

M 43-270 270-850

L 14-90 90-275

H 175-1120 1120-3500
M 60-380 380-1200
L 20-125 125-385

No.A1-6 or D1-6 For 2500 R.P.M.

No.A2-6 For 3500 R.P.M.

~32017/P5, 32016/P5, NN3015/P5 For

2500 R.P.M.

*NN3018K/P4, 90BA10X/P4A, NN3016K/P4

For 3500 R.P.M.

MT#6
B60mm(2-3/8")

Constant Power

Longitudinal travel (Z-axis)
Cross slide travel (X-axis)
Cross slide dimension

1000mm(40")
300mm(11-3/4")
700mm(27-1/2")X210mm(8-1/4")

Tailstock Quill diameter
Quill travel
Quill taper

75mm(2-15/18")
160mm({6-5/16")
MT#5

Ballscrew diameter X-axis
Z-axis

Servo motor for X,Z axis

25mm(62/64")
36mm(1-13/32")

0.9KW (For FANUC controller)
1.0KW (For FAGOR controller)

Rapid traverse X-axis 10m/min

Z-axis 12m/min
Controller FAGOR 800TGI/FANUC 20-TA
Machine weight 2000Kgs

Machine dimension L
W
H

Gross weight

Packing dimensians L
W
H

2265mm(89")
1300mm(51")
1840mm(72-1/2")

2300Kgs
2337mm(92")
1372mm(54")
1918mm(75-1/2")

CONTROLLER FUNCTION

FAGOR 800 TGI

Machine control

*Control over 4 external devices from the
keyboard (Coolant, 01, 02, 03).

*JOG keyboard:
-Spindle speed (stop, clockwise, counter-clockwise).
-Control of the X+, X-, Z+, Z-axes.
-Feedrate override switch with ranges:0%, 2%, 4%, 10%,
20%,...200%.
-Spindle speed override keys 50%...120%.

Display
*Monitor with 9" amber CRT.
*Static graphic programming aide for automatic operations.

Machining conditions

*Axis feedrate in mm. (inches)/min. or mm.(inches)/rev.
*Spindle in RPM or at constant surface speed in meters
(feet)/minute.

*Up to 4 different ranges with automatic or manual range
change.

*Operation with X axis in radius or diameter.

Compensation

“Leadscrew backlash.

*Leadscrew error with 30 points per axis.

*It takes up to 32 tools.

*Automatic calculation of tool dimensions and access to
tool offset table.

*It admits automatic or manual tool changer.

*Tool length and radius.

FANUC 20-TA

Controlled axis

*Total controlled axes 2 axes.
*Inch/metric conversion.
*Backlash compensation.

Feed function
*Rapid traverse override FQ, 25, 50, 100%.
*Feedrate override 0-254%.

Setting and display
*Clock function.
*Help functicn.

Data input/output
*Reader/puncher interface.

Program input
*Chamfering. corner R.
*Canned cycles.
*Macrao executer A.

Machine function/tool compensation
*Tool function T7+T6+2.

*Tool offset memory +6-digit, 16 pairs.
*Tool nose radius compensation.

*Tool geometry/wear offset.

Editing operation
*Registered programs.

WE ARE AIMING EVEN BETTER.

Yy Uo

MICROWEILY

WEY YIl CORP.

409-6 PEI-TON ROAD, PEI-TON DIST.,406
P.O. BOX 901. TAICHUNG, TAIWAN, R.O.C.
TEL: 886-4-2447999

FAX: 886-4-2444555,2448555




MANUFACTURER & EXPORTER OF PRECISION LATHES

WE ARE AIMING EVEN BETIER.

MICROWEILY

®
CNC HIGH SPEED PRECISION LATHE
TY-22/26/30 CNC SERIES

NCN281100-01



TY-22 /26 / 30 CNC HIGH PRECISION LATHE

Swing overbed......cccoeeeeiiiiiiii 560mm(22")/660mm(26")/760mm(30")

Swing over cross slide.......................... 280mm(11")/380mm(15")/480mm(139")

Swing in gap diameter(Optional).......... 760mm(30")/860mm(33-3/4")/960mm(37-3/4")

Length of gap in spindle nose............... 420mm(16-1/2")

Center height................oiiiiiee . 280mm(11"y/330mm(13")/380mm(15")

Center admits between......................... 1000mm(39-3/8")/1500mm(59")/2000mm(78-3/4")
3000mm(118")/4000mm(157-1/2")

BedimathL. o i o s s s e o3 460mm(18")

Bed lEnGh s e it e 2500mm(28-3/8")/3000mm(118")/3500mm(137-3/4")
4500mm(177")/5500mm(216-1/2")

Bed heightemnmmmns e e 400mm(15-3/4")

Motor for main spindle.......................... 15HP For spindle bore 86mm(20HP,Optional)

20HP For spindle bore 105mm
25HP For 30CNC

Motor for coolant pump.........ccoooee. 1/2HP
MODEL 22A/26A 22B/26B 22C/26C 22D/26D 30
Spindle speed................ 15-1500 20-2000 12-1200 16-1600 10-1000
Spindle nose No............ D1-8 A2-8 D-11 A2-11 A2-11
Spindle bearing type...... Taper roller| Cylindrical | Taper roller | Cylindrical | Taper roller
roller roller
Spindle taper in nose/sleeve.. MTH#6
Spindle bore................... 86mm(3-3/8") 105mm(4-1/4") 170mm(6-5/8")
Longitudinal travel(Z-axis)..................... 1000mm(39-3/8")/1500mm({59")/2000mm(78-3/4")
3000mm(118")/4000mm(157-1/2")

Cross slide travel{X-axis).........ccc.coe... .. 500mm(19-5/8")
Cross slide dimension........................... 1000mm(39-3/8") x 258mm(10-1/8")
Tailstock Quill diameter...........ccoc......... 90mm(3-1/2")

Quill travel.....ccooeeveeieiiieiee, 200mm(7-7/8")

Quill taper.......cccccivviiviniiivinan, MT#5

Built-in rotating tailstock spindle(Optional)
Hydraulic tailstock(Optional)

Ballscrew diameter X-axis..................... 32mm(1-1/4")
Z-aXiS..ocuuiieaniaennnn. 50mm(2")
Servo motor for X-axis................c..ce... AC 1.5KW
Z-aXiS..ooeonieeiieieian, AC 2.0KW
Rapid traverse X-axiS....ccc.cccooooooooov.. 10m/min.
= b 10m/min
Machine dimension L.......................... 3700mm(145-5/8") / 4200mm(165-3/8") / 4700mm(185")
5700mm(224-1/2"} / 6700mm(263-3/4")
NV amn s s s 2000mm(78-3/4")
e 1700mm(67") For 22/26 CNC

1800mm(71") For 30 CNC

*Design and specifications are subject to change without notice.
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